Lead Screws & Nuts
ACME Lead Screw Power Nuts PIC
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Features L
- Tensile strength (At break) 5,900 PSI.
- Elongation (At break) 19% Specifications
- Flexural yield strength 8,000 PSI. Hardness : Durometer shore D 75.
- Compressive strength 9,500 PSI. Temperature range : Min. 0 - C , Max. 82 — C.
- Coefficient of friction : Static (40 psi) = .08 Max. Speed (Unlubricated) : 200 SF/M (Surface
- Dynamic (40 psi /50 fmp) = .12 feet per minute).

- Coefficient of linear thermal expansion 5.2 x 10'5 in./in./—=F. Material : Turcite X (Acetal - Teflon and Silicon filled).
- Limiting PV (1" dia shaft, 100 FPM) 16000 PSI-FPM.

Note
It is recommended that dynamic loads not exceed 25% of the static load rating. Factors such as speed, duty
cycle, eccentric cantilever loading and temperature can adversely effect load ratings.

Inch Size
. . AB Nut Dimensions (In.) i . Price
Major Dia. L] Flang No. Max. Static | Torque to Raise 1 Ib. Load NOmbeT
(in) (in) D L A B Load (Ibs.) (OzAn.) B
3/16 0.050 0.62 0.62 3/16 9/16-18 9F82 7753 150 0.40 2N50 7446 —
1/4 0.050 0.62 0.62 3/16 9/16-18 9F82 7753 200 0.40 2N50 7447 —
1/4 0.0625 0.62 0.62 3/16 9/16-18 9F82 7753 200 0.42 2N50 7448 -
5/16 0.500 0.75 0.75 1/4 5/8-18 9F82 7751 250 1.8 2N50 7449 -
3/8 0.050 0.75 0.75 1/4 5/8-18 9F82 7751 350 0.60 2N50 7450 —
3/8 0.0625 0.75 0.75 1/4 5/8-18 9F82 7751 350 0.58 2N50 7451 —
3/8 0.100 0.75 0.75 1/4 5/8-18 9F82 7751 350 0.64 2N50 7452 —
3/8 0.125 0.75 0.75 1/4 5/8-18 9F82 7751 350 0.70 2N50 7453 —
3/8 0.200 0.75 0.75 1/4 5/8-18 9F82 7751 350 0.92 2N50 7454 -
3/8 0.250 0.75 0.75 1/4 5/8-18 9F82 7751 350 1.1 2N50 7455 -
3/8 0.500 0.75 0.75 1/4 5/8-18 9F82 7751 350 1.8 2N50 7456 —
3/8 1.000 0.75 0.75 1/4 5/8-18 9F82 7751 350 3.5 2N50 7457 —
3/8 1.250 0.75 0.75 1/4 5/8-18 9F82 7751 350 4.2 2N50 7458 —
7/16 0.250 1.00 1.00 5/16 15/16-16 9F82 7752 800 11 2N50 7459 —
7/16 0.500 1.00 1.00 5/16 15/16-16 9F82 7752 800 1.9 2N50 7460 -
1/2 0.100 1.00 1.00 5/16 15/16-16 9F82 7752 800 0.80 2N50 7461 -
112 0.200 1.00 1.00 5/16 15/16-16 9F82 7752 800 1.1 2N50 7462 —
5/8 0.100 1.00 1.00 5/16 | 15/16-16 9F82 7752 800 0.80 2N50 7463 —
5/8 0.125 1.00 1.00 5/16 | 15/16-16 9F82 7752 800 1.0 2N50 7464 —
5/8 0.200 1.00 1.00 5/16 15/16-16 9F82 7752 800 1.1 2N50 7465 —
Metric Size
AB Nut Dimensions (mm) .
Major Dia. Lead Flang No. Max. Static Torque to Raise 1 Ib. Load Numben Price
(mm) (mm) D L A B Load (kg.) (NM) B
4.0 1.0 15 20 5.0 M12 X 1.5 9F82 7754 60 .004 2N50 7466 —
8.0 2.0 15 20 5.0 M12 X 1.5 9F82 7754 100 .009 2N50 7467 —
10.0 2.0 25 25 6.4 M20 X 1.5 9F82 7755 160 .013 2N50 7468 —
10.0 6.0 25 25 6.4 M20 X 1.5 9F82 7755 160 .012 2N50 7469 —
14.0 4.0 25 25 6.4 M20 X 1.5 9F82 7755 350 .015 2N50 7470 —
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