Oilless Bushings

Plain Bush Series Steel back metal
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Specifications
- Load capacity : 140N/mm? - Friction coef (u) : 0.04-0.02 - Temperature limit : -195~280° C
- PV Limit (Dry) : 3.6N/mm=2.m/s - Speed limit : 5m/s - PV limit (Qil) : 50N/mm2.m/s

Where Used : Wherever lubrication is not ‘permitted like food industry conveyer, Pharmaceutical industries,
Automobile and earth moving equipment. Advantages : Easy and economical to replace bush compared to big and
heavy gunmetal bushes saving of cost no need of sintered material to be used no need of Oiling or greasing flexibility
in inserting the bush in the housing. System Used : 20 to 40 microns Teflon (0.02 to 0.04mm).
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4 6 4 6 0015 7B05 0404 - 15 17 10 17 oot 8B82 1510 -
4 6 5 6 oo 7B05 0405 - 15 17 12 17 oo 8B82 1512 -
4 6 6 6 e 7B05 0406 - 15 17 15 17 o8 8B82 1515 —
4 6 8 6 o018 7B05 0408 — 15 17 20 17 o018 8B82 1520 -
5 7 4 7 o018 7B05 0504 — 15 17 25 17 e 8B82 1525 —
5 7 5 7 ro.ots 7B05 0505 - 16 18 10 18 o8 8B82 1610 -
5 7 6 7 0015 7B05 0506 — 16 18 12 18 o018 8B82 1612 —
5 7 8 7 o018 7B05 0508 - 16 18 15 18 oo 8B82 1615 -
6 8 6 8 ro.ots 7B05 0606 - 16 18 20 18 o8 8B82 1620 -
6 8 8 8 018 7B05 0608 - 16 18 25 18 e 8B82 1625 —
6 8 10 8 oot 7B05 0610 - 17 19 10 19 e 8B82 1710 —
8 10 6 10 0015 7B05 0806 - 17 19 12 19 o8 8B82 1712 -
8 10 8 10 o018 7B05 0808 — 17 19 20 19 o01s 8B82 1720 —
8 10 10 10 oot 7B05 0810 - 18 20 10 20 oo 8B82 1810 —
8 10 12 10 o018 7B05 0812 — 18 20 12 20 0.0zt 8B82 1812 —
8 10 15 10 o 7B05 0815 — 18 20 15 20 o0 8B82 1815 —
10 12 6 12 o018 7B05 1006 — 18 20 20 20 o 8B82 1820 —
10 12 8 12 0018 7B05 1008 - 18 20 25 20 0.0 8B82 1825 -
10 12 10 12 o018 7B05 1010 — 20 23 10 23 0.0 8B82 2010 —
10 12 12 12 o018 7B05 1012 — 20 23 12 23 R 8B82 2012 -
10 12 15 12 oo 7B05 1015 - 20 23 15 23 0.0 8B82 2015 -
12 14 10 14 o018 7B05 1210 - 20 23 20 23 0.0 8B82 2020 -
12 14 12 14 o018 7B05 1212 — 20 23 25 23 e 8B82 2025 -
12 14 15 14 oo 7B05 1215 - 20 23 30 23 0.0 8B82 2030 -
12 14 | 20 14 o018 7B05 1220 — 22 25 15 25 o 8B82 2215 -
12 14 25 14 oo 7B05 1225 — 22 25 20 25 o 8B82 2220 -
13 15 10 15 o018 7B05 1310 - 22 25 25 25 e 8B82 2225 -
13 15 | 12 15 0018 7B05 1312 - 2 | 25 30 25 o 8B82 2230 —
13 15 15 15 oot 7B05 1315 - 24 27 15 27 o 8B82 2415 —
13 15 | 20 15 o018 7B05 1320 — 24 27 20 27 e 8B82 2420 -
14 16 10 16 ro.ote 7B05 1410 — 24 27 25 27 0.0zt 8B82 2425 -
14 16 12 16 oot 7B05 1412 - 24 27 30 27 0.0z 8B82 2430 -
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