Rotary Hybrid Stepping

Linear Actuator Stepping Motor 1.8°

Linear actuators are based on the 1.8° Size 23 Stepping motor. The Internal rotating nut is made of SAE 660 Bearing
broze and The actuating shaft is a rolled thread made of Precision rolled stainless steel designed to minimize

tolerances in positioning applications.

Leadscrew lubrication is required for maximum life. Typical applications include high speed inspection systems,
Semiconductor handling equipment, Document sorting equipment and medical systems. Finish gray enamel.
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Price ) Leads . Linear | Rotor Inertia| Weight
Screw | Nunber Thread & Pitch |\, | Voltage | Current | Resistance | Inductance| - ' (Oz-In-Sec2) | (Ounces) L
Type B (VDC) | (Amps) | (Ohms) | (mH) | (boS (In.)
J 7876 F576 | — |1/4-40UN 6 1.84 4.18 0.44 1.0 76 0.00081 14 1.6
J 7877 F577| — |1/4-40UN 6 5.70 1.10 5.20 12.7 76 0.00081 14 1.6
A 7878 F578| — |1/4-16ACME 6 8.50 0.85 10.00 21.6 68 0.00081 14 1.6
A 7879 F579| — |1/4-16ACME 6 17.00 0.42 40.00 86.4 68 0.00081 14 1.6
B 7880 F580 | — |1/4-16ACME 2Start 6 34.00 0.21 160.00 324.6 57 0.00081 14 1.6
F 7881 F581| — |1/4-20ACME 2Start 4 6.0 1.00 5.90 16.9 46 0.00081 14 1.6
F 7882 F582| — |1/4-20ACME 2Start 4 3.0 2.00 1.50 4.2 46 0.00081 14 1.6
J 7883 F583| — |1/4-40UN 4 2.0 3.00 0.66 1.9 76 0.00081 14 1.6
C 7884 F584| — |1/4-16ACME 4Start 4 1.5 4.00 0.37 1.1 38 0.00081 14 1.6
C 7885 F585| — |1/4-16ACME 4Start 6 2.00 2.78 0.72 2.4 70 0.00166 19 2.0
J 7886 F586| — |1/4-40UN 6 4.80 1.09 4.40 16.2 140 0.00166 19 2.0
C 7887 F587| — |1/4-16ACME 4Start 6 7.20 0.71 10.20 38.9 70 0.00166 19 2.0
C 7888 F588| — |1/4-16ACME 4Start 6 8.50 0.68 12.40 424 70 0.00166 19 2.0
J 7889 F589| — |1/4-40UN 6 17.00 0.34 50.00 164.76 140 0.00166 19 2.0
E 7890 F590 | — |1/4-20ACME 6 34.00 0.18 192.00 525.60 120 0.00166 19 2.0
A 7891 F591| — |1/4-16ACME 4 5.6 1.00 5.6 25.6 126 0.00166 19 2.0
A 7892 F592| — |1/4-16ACME 4 2.8 2.00 1.4 6.4 126 0.00166 19 2.0
C 7893 F593| — |1/4-16ACME 4Start 4 1.9 3.00 0.62 2.8 70 0.00166 19 2.0
Leadscrew For Stepping Actuator
Stainless Steel Carbon Steel
Lead Thread | Linear Travel
Screw Description Lead |Per 1.8° Step 12" 18" 12" 18"
Type (In.) (In.) Number | P | Number P | Number |PT€| Number |PTice
B B B B
J 1/4-40UN 1 Thread Start 0.0250 0.0001250 | 42111G11 | — |52111G11 | — | 62111G11 | — 7211 1G11 —
E 1/4-20ACME 1 Thread Start | 0.0500 0.0002500 |42121G12 | — |[52121G12| — | 62121G12| — 7212 1G12 —
A 1/4-16ACME 1 Thread Start | 0.0625 0.0003125 | 42131G13 | — |52131G13 | — | 62131G13 | — 7213 1G13 —
B 1/4-16ACME 2 Thread Start | 0.1250 0.0006250 | 42141G14 | — |52141G14 | — | 62141G14 | — 72141G14 | —
F 1/4-20ACME 4 Thread Start | 0.2000 0.0010000 | 42151G15| — |52151G15| — | 62151G15| — 7215 1G15 —
C 1/4-16 ACME 4 Thread Start | 0.2500| 0.0012500 | 42161G16 | — |[52161G16| — | 62161G16| — 7216 1G16 | —
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