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The Nylon chain couplings is a Non-Lubricated, Clean ‘ Ty
flexible coupling of a nylon chain a pair of coupling sprockets. O gl t
A Slip-Fitted coupler pin allows for easy assembly. The Nylon - Lofskt
chain coupling is ideal for food and textile industry applications. L
. Axial Diameter Moment of 2 -3
Numb Mfrs | T Price Inertia x 10~ | G0 x 10 D DH L| g |s|w|F]|c Mass
umber r's ype .
B Pr:p:’alzed Maximum kg cm2 Ly kg
3C308373 | CN310 — 12.0 0.025 {0.10} 396 | 25.0
3C308374 | CN311 A — 8.0 14.0 0.030 {0.12} 427 | 270 0.2
3C30 8375 CN312 — 16.5 0.043 {0.17} 45.8 31.0
3C308376 | CN313 — 18.0 0.055 {0.22} 489 | 32.0 |46.0|200 (6.0 |232(6.0[123| 03
3C30 8377 CN314 — 16.5 0.063 {0.25} 52.0 30.0
3C30 8378 CN315 B — 9.5 19.0 0.093 {0.37} 55.1 35.0 0.4
3C30 8379 CN316 - 20.0 0.12 {0.46} 58.2 37.0
3C30 8380 CN317 — 24.0 0.16 {0.62} 61.3 41.0 0.5
3C30 8381 CN410 — 16.5 0.080 {0.32} 51.8 32.0 0.3
3C30 8382 CN411 A — 9.5 20.0 0.12 {0.47} 55.9 37.0 5.0 0.4
3C30 8383 CN412 — 22.0 0.16 {0.64} 60.1 40.0 05
3C308384 | CN413 - 20.0 0.20 {0.78} 642 | 37.0 ]
3C308385 | CN414 — 24.0 0.27 {1.07} 68.3 | 42.0 20g| 06
3C308386 | CN415 — 28.5 0.36 {1.42} 724 | 460 |512]220]72] 320 0.7
3C308387 | CN416 B — 12.5 30.0 0.49 {1.84} 76.5 50.0 6.0 0.9
3C30 8388 CN417 — 32.0 0.59 {2.35} 80.6 54.0 1.0
3C30 8389 CN418 — 35.0 0.73 {2.90} 84.7 57.0 1.1
3C308390 | CN419 — 395 0.93 371 88.8 | 620 1.3

MH Couplings

L

HM Couplings consists of two flanges and ring able to compensate all type of shaft
misalignments. The flexible rings are made of synthetic rubber with steel cores
reinforced for improve reliability and maximum operating speed of the coupling.

The damping characteristic of the rubber

anable to absorb and dampen
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T \\i\\ torsional vibrations, Operate effectively
DA @B OE *\Q& in temperature rang of -40 to +100 C.
] ! '/ The rubber also resists to Oil,
ﬁ o Dirt, Grease, Moisture, Ozone and
|l 3 0 many chemical solvents. Flexible Ring
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To Order Please Provided Bore, D.

Price Rated Bore, D Dimension (mm.) Weight Moment of
Number Size Torque Ma)éps'g o (EIQ) Inertia GD?
(Nm.) (RPM.) Min.|Max.| A| B| L |E|F|H| P g- (kgem?)
1E22 0001 45 2.0 6,000 5| 14 | 45| 25|49 |20| 13| 15| 95 0.48 2.10E-04
1E22 0002 55 4.0 6,000 9 | 20 | 55|38 |57 |26|15|17 | 11.0 1.02 6.20E-04
1E22 0003 65 7.0 6,000 12 | 25 | 65| 45| 63 [33 | 16| 19| 12.0 1.88 1.50E-03
1E22 0004 80 16.0 5,500 16 | 30 | 80 | 52 | 73 |41 | 18|23 | 165 3.54 3.70E-03
1E22 0005 90 37.0 5,000 20 | 35 |90 | 62 | 83 |46 | 21|25 | 18.0 5.40 7.10E-03
1E22 0006 115 80.0 4,600 25 | 45 [115| 80 |113|58 | 29| 33 | 23.0 8.10 2.70E-02
1E22 0007 130 120.0 4,400 27 | 50 [130| 90 |123|65 | 32|37 |27.5| 13.50 4.20E-02
1E22 0008 145 200.0 4,200 30 | 55 [145[100|133| 72 |35|39|30.0| 19.30 9.40E-02
1E22 0009 175 420.0 3,800 35 | 65 [175[115|163| 84 | 43|47 | 355 | 26.30 1.90E-01
1E22 0010 200 640.0 3,600 50 | 80 [200[130|223|92|69|53|41.0| 3570 3.10E-01
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