Self - Centering Keyless Locking Power Styles

P and P' represent the average contact pressure applied to the shaft and hub respectively. These values may vary
within £20% depending on the amount of friction applied to the bolts. Transmissible torque Mt and transmissible

thrust Pax are calculated from the minimum allowable contact pressure.
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- Single taper design with ability to transmit bending loads. Compact and simple construction. Self centering.

- Designed to suit a wide range of shaft tolerances. Excellent for locking small shafts.

Dimensions (mm) Transmissible Contact Pressure Locking Bolts
Number | Pice d D
H 1
B [(mm)|mm)| p| o | L Lt a1 pq | Toraue| Thrust Shaft P ub P aty Skze
(Nem) | (kN) kgf/mm?
98M1 0119 — 10 | 23 |10 | 145 |16.5| 205 | 17.6 255 314 5.96 19.0 8.2 3 M4 X 12
98M1 0120 — 12 | 26 |10 | 145 | 16.5| 20.5 20 28.5 50 7.94 211 9.7 4 M4 X 12
98M1 0121 — 15 | 29 |12 | 175 | 20 24 23 315 94.1 11.9 211 10.9 6 M4 X 14
98M1 0122 — 18 | 32 |12 | 175 | 20 24 26 345 113 11.9 17.6 9.9 6 M4 X 14
98M1 0123 — 20 | 38 | 15| 205 | 25 30 30 42 206 19.4 20.7 10.9 6 M5 X 18
98M1 0124 — 24 | 42 | 15| 205 | 25 30 34 46 329 25.9 23.0 13.1 8 M5 X 18
98M1 0125 — 25 | 43 | 15| 205 | 25 30 35 47 343 25.9 22.0 12.8 8 M5 X 18
Multipurpose

P and P' represent the average contact pressure applied to the shaft and hub respectively. These values may vary

from -20% to +40%, depending on the amount of friction applied to the bolts. Transmissible torque Mt and

transmissible thrust Pax are calculated from the minimum allowable contact pressure.

- Self-releasing, double taper design.
- Fewer fastening bolts increases productivity.

- Easy-handling and multipurpose. Compatible with large shafts.
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Dimensions (mm) Transmissible Contact Pressure Locking Bolts
Numb Price | d D
umber '
Torque Shaft Hub
B (mm) | (mm) { L Lt < Thrust a 2 Qty Size
(N-m) (kN) (kgfimm?)

98M3 0119 — 20 47 18 20 26 265 26.5 20.3 8.7 6 M6 X 18
98M3 0120 — 22 47 18 20 26 294 26.5 18.5 8.7 6 M6 X 18
98M3 0121 — 25 50 18 20 26 421 33.3 20.7 10.3 8 M6 X 18
98M3 0122 — 35 60 18 20 26 745 421 18.5 10.8 10 M6 X 18
98M3 0123 — 45 75 21 24 32 1,600 70.6 20.4 12.3 9 M8 X 22
98M3 0124 — 50 80 21 24 32 1,770 70.6 18.4 11.5 9 M8 X 22
98M3 0125 — 55 85 21 24 32 2,390 86.2 20.5 13.3 11 M8 X 22
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