Copper Tubing

Copper Tubing

Also known as Alloy 122, this alloy has the best ability to conduct heat of any standard heat exchange material.
Tubing has seamless construction. For straight lengths, the OD tolerance is £.002” for OD sizes 1/8* to 1/2”; £.003*
for 5/8” to 13/4" OD sizes; +.004” for 2* and 21/2” OD sizes; coils are soft and cannot hold these tolerances.

Use with water, air, oil and hydraulic fluid. Meets ASTM B75. Tubing can be sterilized with steam (Autoclaving).

To Order for straight lengths, please specify 1-, 3-, or 6-ft. length. For coils, please specify 10- or 50-ft. length.

Straight Lengths

» Flareable : Yes

e | ool o | wan [M%PSi|  Number Price [ » Coils : Soft Temper : Low tensile (Stretching)
Size * @21°c 1t | 3ft. | 6ft. strength.
— | 1s |oosr | 0032 | 1876 | sre7 0486 | — _ _ » Temperature range : —425° to +400° C.
— | 3M6"|0.124" | 0.032" | 1160 | 8F670487 | — - - » Bendable - Straight : Yes, with bending tool
1/8" | 1/4" | 0.186" | 0.032" | 832 | 8F670488 | — — — Coils : Yes, by hand
174" | 3/8" |0.311" | 0.032" | 526 | 8F670489 | — — —
1/4" | 3/8" | 0.245" | 0.065" | 1226 | 8F670493 | — - -
3/8" | 172" |0.436" | 0.032" | 382 | 8F670494 | — — -
3/8" | 1/2" | 0.37" | 0.065" | 882 | 8F670436 | — — -
1/2" | 5/8" | 0.561" | 0.032" | 298 | 8F670469 | — — -
172" | 5/8" | 0.495" | 0.065" | 687 | 8F670423 | — — -
5/8" | 3/4" |0.686" | 0.032" | 243 | 8F67 0474 | — — -
5/8" | 3/4" | 0.62" | 0.065" | 560 | 8F67 0438 | — — -
3/4" | 7/8" |0.811" | 0.032" | 204 | 8F670485 | — — - Coil
3/4" | 7/8" |0.745" | 0.065" | 471 | 8F67 0421 | — — - olis
— 1" |0.936" | 0.032" | 176 | 8F670491 | — — - Tube Max_psi Price BB
— 1" | 0.87" | 0.065" | 404 | 8F674311 | — - — sizew | OP ID Wall | @ oqoc | Number or | 5ot
1" [11/8"[1.061" | 0.032" | 154 | 8F67 4111 | — — —
1" |11/8"]0.995" | 0.065" | 360 | 8F674331 | — - - 1yg' | 14 | 0.152" | 0.049" _ 8W551112 | — _
— 114" 1.186" | 0.032" | 137 | 8F674121 | — - - 1/8" | 1/4" | 0.12" | 0.065" | 1771 | 8W551231 | — -
— [11/4"] 112" | 0.065" | 315 | 8F674351 | — — - — | 516" | 0.215" | 0.049" | 1060 | 8W551241 | — —
11/4" [13/8"1.311" | 0.032" | 121 8F67 4131 | — — — — |5/16" | 0.183" | 0.065" | 1415 | 8W551251 | — —
11/4" |13/8"|1.245" | 0.065" | 287 | 8F674371 | — — - 1/4" | 3/8" | 0.277" | 0.049" | 882 | 8W551121 | — -
_ 11/2"| 1.436" | 0.032" 110 8F67 4141 _ — — 1/4" 3/8" | 0.245" | 0.065" 1171 8W55 1261 — —
— 11/2"| 1.37" | 0.065" 260 8F67 4391 — — — 3/8" 1/2" | 0.402" | 0.049" 660 8W55 1141 — —
— |13m4"|1686" | 0032" | 93 | 8F674151 | — - | - ?;g 172 0043975_;'" 8-822: ggg gwgg:m i
|13 162" | 0.085" | 221 | BF67 4421 | — B B 5/8" gﬁ" 0.62" |0.065" | 582 | 8W551271 | — -
— 2" |1.936" | 0.032" | 76 8F67 4161 | — — - = | 087 |ooes'| 426 | sws51201 | — _
— 2" | 1.87" | 0.065" | 187 | 8F674441 | — — -
— |212"|2.436" | 0.032 54 8F67 4171 - - - « Tube size is the accepted designation of the copper tubing industry;
— |21/2"| 237" | 0.065" | 137 | 8F674461 | — — — itis not an actual size.

Cleaned and Capped Copper Tubing

This tubing is known by many names, such as copper pipe, Alloy 122
and refrigeration and air conditioning tubing. It has seamless construction
and is furnished cleaned and capped to prevent moisture and dirt from
contaminating the inside. The OD tolerance is £.002” for OD sizes up to
5/8%; +.003” for 3/4* and 7/8” OD sizes; +.004* for 11/8” and 13/8” OD
sizes and +.005” for 15/8” OD size. Use with water, natural gas and oil,

as well as in refrigeration and air conditioning applications. Meets ASTM

B280. Not rated for sterilization.

Tube Max. psi 50-ft. Coils 100-ft. Coils
s | ° 1D Ll » Temp. Range : -0° to +204° C.
1ZE @37°C Number Price $ Number Price $ » Flareable : Yes
- 1/8" | 0.065" | 0.03" 1721 | 5F17 4031 — — — » Bendable : Yes, with bending tool.
_ 316" | 0.127" | 0.03" 1087 | 5F17 4032 — — — . ;
ve | e | o4 | 003" 787 | sF174033 |  — | 5174333 | — » Soft (Annealed) Temper : Low tensile
- 5/16" | 0.248" 8.822" 665 | 5F17 4034 — | 5F174334 — (Stretching) strength.
14" | 3/8" | 0311" | 0.032" 482 | 5F17 4035 — | 5F17 4335 — ,
a/8" | 1/ | 0436" | 0032 | 393 | 5F174036 | — | 5F174336 | — > Use brass compression and copper
12" | s/8" | 0555" | 0.035" 337 | 5F174037 — | 5F17 4337 — solder-joint fittings.
5/8" | 34" | 068" | 0.035" 343 | 5F174038 — | 5F17 4338 —
3/4" 7/8" 0.785" 0.045"" 310 5F17 4312 — 5F17 3314 — * Tube size is the accepted designation of the wrot-
1" 11/8" | 1.025" | 0.05 265 5F17 4313 - — — copper tubing industry; it is not an actual size.
11/4" | 13/8" | 1.265" | 0.055" 237 | 5F174314 — — —
11/2" | 15/8" | 1.505" | 0.06" 221 5F17 4315 — — —
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