Regulators & Accessories

Regulator with Pressure

Gauge

3 Size, 2 Working pressure ranges,
Connections G 1/8 to G1. Standard
nominal flow raters 800 to 12 500

I/min with latching regulating knob.

To Order please specify with/without
pressure gauge.

This Regulator adjusts the supply
air to the preset working pressure
and evens out pressure fluctuations.

With automatic exhaust.

FESTO

Temperature range : -10 to +60 °C.

Price . . Standard Nominal )
Number $ Mfr's Connection Flow Rate I/min I;:'essure
ax. Bar
Operating Pressure 12 Bar
7592 1888 — LR-1/8-D G 1/8 800
7592 1889 — LR-1/4-D G 1/4 1500
7592 1890 — LR-3/8-D G 3/8 3200
7592 1891 — LR-3/8-D G 3/8 3200 16
7592 1892 — LR-1/2-D G1/2 3500
7592 1893 — LR-3/4-D G 3/4 11000
7592 1894 — LR-3/4-D G 3/4 11000
7592 1895 — LR-1-D G1 11500
Operating Pressure 7 Bar
7592 1896 — | LR-1/8-D-7 G 1/8 800
7592 1897 — | LR-1/4-D-7 G 1/4 1500
7592 1898 — | LR-3/8-D-7 G 3/8 3200
7592 1899 — | LR-3/8-D-7 G 3/8 3200 16
7592 1900 — | LR-1/2-D-7 G1/2 3500
7592 1901 — | LR-3/4-D-7 G 3/4 11000
7592 1902 — | LR-3/4-D-7 G 3/4 11000
75892 1903 — LR-1-D-7 G1 11500

Filter Regulator Unit with Bowl Guard
A Single item formed by the combination of filter and regulator. The Sintered filter with water separator removes

dirt, Pipe scale, rust and condensate from the compressed air. The 40 um filter cartridge can easily be replaced
by a 5 ym cartridge.

- With manual or automatic condensate drain (Type-A), 3 Size, Connections G 1/8 to G1.
- Standard nominal flow rates 750 to 10 000 I/min., Metal bow! guard as standard.

- 40 pm cartridge as standard or a 5 ym cartridge available sold separately. FESTO
Price . . Standard Nominal | Primary Pressure | Pressure Sure
Number $ R R Flow Rate I/min Max. Bar Max. Bar
40 pym Filter Cartridge, Nominal Pressure 10 Bar Manual Conderate Drain
7592 1904 — LFR-M1-G 1/8-E10RG G 1/8 800
7592 1905 — LFR-M1-G 1/4-E10RG G 1/4 1700
7592 1906 — LFR-M2-G 3/8-E10RG G 3/8 5200 12 10
7592 1907 — LFR-M2-G 1/2-E10RG G 1/2 7900
40 pm Filter Cartridge, Nominal Pressure 7 Bar Manual Conderate Drain
7592 1912 — LFR-M1-G 1/8-E07RG G 1/8 850
7592 1913 — LFR-M2-G 3/8-E07RG G 3/8 5500 12 7
7592 1914 — LFR-M2-G 1/2-E07RG G 1/2 8300
40 pm Filter Cartridge, Nominal Pressure 7 Bar Integrated Automatic Conderate Drain
7592 1915 — LFR-M1-G 1/8-E07SG G 1/8 850
7592 1916 — LFR-M2-G 1/4-E07SG G 1/4 3300 12 7
7592 1917 — LFR-M2-G 3/8-E07SG G 3/8 5500
5 pm Filter Cartridge, Nominal Pressure 10 Bar Manual Conderate Drain Ambient Temp -10 to +60° C
7892 1918 — LFR-M1-G 1/8-C10RG G 1/8 770 . o
- +
7592 1919 — LFR-M2-G 1/4-C10RG G 1/4 3000 12 10 (For M1 :-1010 +40°C.)
7592 1920 — LFR-M1-G 1/2-C10RG G 1/2 7600
5 um Filter Cartridge, Nominal Pressure 10 Bar Integrated Automatic Conderate Drain Medium Temp. - 10 to +60° C.
75921921 | — | LFR-M1-G 1/8-C10SG G1/8 770 (For M1 :-10 to +40° C.)
7592 1922 — LFR-M2-G 1/4-C10SG G 1/4 3000 12 10
7592 1923 — LFR-M2-G 1/2-C10SG G 1/2 7600

Accessories Regulator

Filter Cartridges FESTD
) Price . Filter
Q Number $ Mfr's Cartridges
3D98 1011 — LFP-D-MINI-5M 5ym
3D98 1012 — LFP-D-MIDI-5M 5ym
3D98 1013 — LFP-D-MAXI-5M 5ym
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Pressure Transducer for digital pressure display.

Number P'Esce Mfr's
9E22 3351 — PENV-A-PS/O-K-LCD
Replacement Pressure Gauge
Number Ptéce Mfr's
9E22 3372 — MA-40-0-16 BAR G 1/8
9E22 3373 — MA-50-0-16 BAR G 1/4
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