Spray Nozzles
Right - Angle Cone and Hollow Cone Spray Nozzles

Made of brass, these nozzles project their spray at a right angle from their threaded connection. Excellent for
cooling as well as dust and foam control applications. Spray angle is 90° for cone spray nozzles; 70° for hollow
cone spray nozzles. Max. Pressure is 100 psi.

Max. Temp. is 232°C. Pipe Orifice | Oall | Ovall | | Price

Size | 20 psi| 40 psi [100psi| Dia- | Wd. | Lg. B
" A

- O

Cone Hollow cone

Flow Rate, gpm

Cone Spray

1/4” | 0.35 0.50 0.79 0.075" | 0.80" 1.31" | 3T97 5712
1/4” | 0.55 0.77 1.22 0.091” | 0.80” 1.317 | 3T97 5714

Hollow Cone Spray

1/8” | 0.07 0.10 0.16 0.050" | 0.63” 1.12” | 3T057049

Connection is NPT male. Cone spray nozzles provide 1/8" | 028 | 040 | 063 | 009" | 063" | 1.12" | 37057033
1/8” 0.71 1.00 1.58 0.13” 0.63” 1127 3T05 7035

a uniform distribution of droplets. Hollow cone produce 1/4” | 014 | 020 | 032 | 006" | 079" | 1.31" | 3T057072

: : 1/4" | 042 | 060 | 095 | 011" [ 079" | 131" | 37057037
a fine atomized droplet. 14 | 071 | 100 | 158 | 044" | 079" | 131" | 3T057038

Hollow Cone Spray Nozzles

With a unique spiral design, these nozzles produce higher flow rates and have a more atomized spray. They're
great for dust control, Cooling and humidification applications. Connection is NPT male. Brass nozzles have a Max.
Pressure of 400 psi. Max. Temp. is 232° C. Type 316 stainless steel nozzles have a Max. Pressure of 400 psi.

Max. Temp. is 426° C.

Please Specify Spray Angle : 60°, 90°, or 120° for full cone; 50° or 120° for hollow cone.

Flow Rate, gpm Brass Stainless Steel
Pipe Orifice O’all Wd. O’all - -
Size | 20 psi| 40 psi | 100 psi | 400 psi Dia. | (Hex Size)| Lag. Number | Frice Number | Frice
1/4” 0.99 1.4 2.21 4.43 0.09” 0.56" 1.88” 3R82 4111 — 3R82 9611 —
/4" 1.84 2.6 4.1 8.22 0.13” 0.56” 1.88” 3R82 4021 — 3R82 9029 — )
1/4” 2.83 4.0 6.32 12.60 0.16” 0.56” 1.88” 3R82 4121 — 3R82 9711 — A Holl
3/8” 7.50 10.6 16.80 33.50 0.28” 0.69” 1.88” 3R82 4023 — 3R82 9052 — ollow
1/2" 17.00 241 38.10 76.20 0.43” 0.87” 2.50” 3R82 4141 — 3R82 9911 — T cone
172 12330 | 33.0 | 5220 | 104.00 | 053 0.87” 250" | 3R824151 | — | 3R829216 | — u
3/4" | 29.70 | 42.0 66.40 133.00 0.60” 1.06” 2.75" 3R82 4124 — 3R82 9125 —

Flat Spray Nozzle 1/8” to 3/4” NPT (M)

Low pressure flat fan this selection of flat fan spray nozzles offers the most
common flow rates and spray angles in a lower priced series with a wide
range of sizes. Each is designed to provide Max. Uniformity of the spray

angle and flow rate. .
Ll
Dimensions
The internal design also A Hex _
i 1/8 591 433 0.5 ! b
fensures that the ma?rlrgltjm e B e o8
i icafti i ree passage is available 3/8 867 670 0.7
Typical Applications spray coating, 1% PE5235° 12 | 1062 | 867 | 24 | le—
Lubricating, Circuit board rinsing, In any capacity. 34 | 1250 | 1.062 6.0 Flat
Metal processing.
Flow Rate 40° Nozzle Type Spray Angle 65° Nozzle Type Spray Angle
Pi - ;
sli:: Orifice (Gallons Per Minute) Type 303 SS Brass Type 303 SS Brass
DIA. . . B .
(In.) 40 60 100 Number P%ce Number Pr;Bce Number Pr;Bce Number PI‘Hlsce
1/8 0.039 0.20 0.24 0.31 6B18 2894 — 7B18 2894 — 8B18 2894 — 9B18 2894 —
1/8 0.053 0.39 0.47 0.61 6B18 2895 — 7B18 2895 — 8B18 2895 — 9B18 2895 —
1/8 0.079 0.78 0.95 1.23 6B18 2896 — 7B18 2896 — 8B18 2896 — 9B18 2896 —
1/8 0.098 1.24 1.52 1.96 6B18 2897 — 7B18 2897 — 8B18 2897 — 9B18 2897 —
1/8 0.138 2.48 3.04 3.92 6B18 2898 — 7B18 2898 — 8B18 2898 — 9B18 2898 —
1/4 0.039 0.20 0.24 0.31 6B18 2899 — 7B18 2899 — 8B18 2899 — 9B18 2899 —
1/4 0.053 0.39 0.47 0.61 6B18 2900 — 7B18 2900 — 8B18 2900 — 9B18 2900 —
1/4 0.079 0.78 0.95 1.23 6B18 2901 — 7B18 2901 — 8B18 2901 — 9B18 2901 —
1/4 0.098 1.24 1.52 1.96 6B18 2902 — 7B18 2902 — 8B18 2902 — 9B18 2902 —
1/4 0.138 248 3.04 3.92 6B18 2903 — 7B18 2903 — 8B18 2903 — 9B18 2903 —
3/8 0.177 3.88 475 6.13 6B18 2904 — 7B18 2904 — 8B18 2904 — 9B18 2904 —
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