Bits, Driver Kit & Torque Screwdriver
Insert Bits Apex 3.6 V Drill & Driver Kit

- 3.6V 1.5Ah Li-ion Battery, 1/4" Hex Quick Change Chuck
- Auto Shut-off ClutchPowerful - 39 in.lbs.
- Quick Charge Time - Usable 15 min / Full 30 min
Hex Bits - Kit Includes 2 Batteries, Charger and Case
Price Point
Number Description : OAL
B Size EY7410LA2S b N
2A30 7860 — .050” Socket Head Insert Bits .050” 1" Li-ion 3.6-volt 1.5Ah . N -
2A307862 | — 1/16” Socket Head Insert Bits 1/16” 1 . sonc. [
2A307864 | — 5/64” Socket Head Insert Bits 564" | 1" Cordless Drill and —
2A307866 | — 3/32" Socket Head Insert Bits 3/32" 1 Driver Kit .
2A307868 | — 7/64” Socket Head Insert Bits 7/64” 17 Panasonic
2A30 7870 — 1/8” Socket Head Insert Bits 1/8” 17
2A30 7872 — 9/64” Socket Head Insert Bits 9/64” 1”
2A307874 | — 5/32" Socket Head Insert Bits 5/32" | 1.31”
2A307876 | — 3/16” Socket Head Insert Bits 3/16" | 1.31"
1/4” Hex Insert Bits - Metric ! % ‘
8
Price Overall Length f s 4 ‘
Number $ Hex Size -
In. mm
2K18 5101 - 1.5mm 1" 25
2K18 5102 _ o 1 % Number 6519 0622
2K18 5103 - 2.5mm 1" 25 - - EB
2K18 5104 — 3mm 1 25 Price
2K18 5105 - 4mm 15/16” 33
2K18 5106 — 5mm 15/16” 33
2K18 5107 - 6mm 15/16” 33
2K18 5108 — 7mm 11/4” 32
2K18 5109 - 8mm 11/4” 32

Torque Screwdrivers TLS

The TLS torque screwdrivers from Mountz feature a precision radial ball clutch that slips free
when the preset torque is reached. This unique design eliminates overtorquing of fasteners.
TLS torque screwdrivers are available in various models ranging from 0.7 ozf.in. to 120 Ibf.in.
The TLS torque screwdrivers are available in four different colors. Color coding of specific
torque values allows visual verification in the production area. Drive in 1/4” F/Hex.

Price Presentable Torque Range Apv;\),rtox.
Number Mfr’s Item Color -
$ American S.l. Metric Oz. g.
Minimaster _ .
0K21 9452 (TLS0022 Micro) 02-0083 - 3-32 ozf.in 2-22 cN.m 216-2300 gf.cm 1.8 50
Minimaster _ . 0.5-22
0K21 9453 (TLS0022) 02-0074| Gold 0.7-32 ozf.in oN.m 50-2300 gf.cm 25 72
2K21 9454 Minor — |02-0067| Gold 3 ozf.in-12Ibf.in | 2-135 cN.m | 200 gf.cm-14 kgf.cm | 7.4 210
0K21 9455 Minor — |02-0068 3 ozf.in-12Ibf.in | 2-135 cN.m | 200 gf.cm-14 kgf.cm | 7.4 210
0K21 9456 Minor — |02-0069 3 ozf.in-12lbf.in | 2-135 cN.m | 200 gf.cm-14 kgf.cm | 7.4 210

Rotary Slip and Adjustable Torque Driver

Rotary slip clutch mechanism. Preventing over-torque by "Slipping" when more force is applied beyond set torque.
Toggle clutch type torque detection mechanism ensures accuracy and long durability. Easy torque adjustment.
Locking mechanism prevents the change of torque while in use.

RTD 60CN RTD 120CN (With Resin Grip)
: Capacity Pri Capacity
Price . rice
Number |  Mfrs | @ | Min~Max. GRAD. ove'?r','"';“;"gth We'gh(t A)""mx' Number | Mfr's | p [Min.~Max. GRAD.
cNem cNem 9- kgfecm kgf e cm
4G42 1108 | RTD15CN — 2~15 0.1 100 50 2P57 0146 1.5RTD — 02~15 0.01
4G42 1109 | RTD30CN — 4~30 0.2 2P57 0147 3RTD - 04~3 0.02
4G42 1110 | RTD60CN — 10 ~ 60 0.5 110 80 2P57 0148 6RTD — 1~6 0.05
4G42 1111 | RTD120CN | — 20~120 1 130 155 2P57 0149 12RTD - 2~12 0.1
4G42 1112 | RTD260CN | — 60 ~ 260 2 150 265 2P57 0150 26RTD — 6~ 26 0.2

www.component.co.th 304 & 02-6827157-60



