Adjustable Wrenches & Locking Pliers

Adjustable Wrench
Adjustable wrench JIS H Strong class A type (Emboss type)

4 Standards : JIS, ANSI
o e 1

Material : Chromium - Molybdenum steel
Finishing : Plating

;) AIGO--

As per DIN 3117 Form A, Angle 15° , BS 6333, ISO 6787
and ASME B107.8M-1996. Finish : Phosphated.
Precision - Hardened and anti - corrosion treated.

Price | Nominal Overall | Maximum Head
Pri A B Cc D N i i
Number rice EAN 731415 umber $ Length (Inch) Opening Thickness
HS mm | mm mm mm A B D
4Y518069 | — 0007028 | 110 | 13 | 40 | 9.0 7V820100 | — 100mm (4) 13mm 9.0mm
4Y518070 | — 0007110 | 155 | 20 | 49 | 11.3 7V82 0150 — 150mm () 20mm 10.5mm
4Y51 8071 — 0007202 205 27 6.0 12.9 7V82 0200 — 200mm (8) 24mm 13.0mm
4Y51 8072 — 0007288 255 30 8.6 15.5 7V82 0250 - 250mm (10) 29mm 15.5mm
4Y51 8073 - 0007363 305 34 11.9 18.0 7V82 0300 — 300mm (12) 34mm 18.0mm
4Y51 8074 — 0007448 380 44 14.0 20.0 7V82 0375 — 375mm (15) 44mm 23.0mm

Fast Release
Locking C - Clamps
One handed operation. 2X Easier to open from any angle

by simply pulling. No. Pinch points - Elimination of trigger
means no pinching during release.

o
Fig. Number E;’e Size Jaw Width Jaw Depth \(k
A | 2c337344 - 6 10-2 /8’ 1-172" B '
B 2C33 7346 — 117 04 2.5/8"

Locking Pliers
Ruggedly built for long life use. Quick-Adjust screw adjusts twice as fast as other locking pliers.

IRWIN.
Straight Jaws VISE-GRIP Curved Jaws
Straight Jaws .
— For Medium - to - Heavy - Duty Use !
Number $ Size Jaw Adj. Wt. (oz.)
2833 7177 - r 118" 14 Straight Jaws Shown 3 PC. Set Straight Jaw
2833 7407 - 10 1-5/8 16 Number 5K00 1055
2 PC. Set Straight Jaw umber
Curved Jaws Number 5K00 1047 $
Number | Ti%® | size | JawAdi. | Wt (oz)
B ] o $ Includes : 7 & 10” Straigth - jaw locking
2533 5507 - 7 1-5/8” 14 : " . . . - He
o3 vato | — o e 6 Includes : 7 & 10 pliers & 7” Curved jaw pliers with wire cutter.
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