Webbing Slings

Polyester Webbing Sling

Webbing sling, very good compact design and a new processing
technique for the webbings are what give webbing slings good
breaking elongation.

Type Of Eye

A special woven edge protection and reinforced loops all give
protection and reinforced loops all give protection from abrasion
and damage.

Flat

It is that guarantees an extremely long service life. The webbing
slings are manufactured at high premises. This permits a precise
degree of quality control.

U - Fold

-gs . U - Fold
Specifications Folded eye 1/2 width  Folded eye 1/2 width
¢ Slings are constructed of 100% polyester. from 1 side from 1 side

¢ Certified standard DIN V 61360 show at blue lable.
¢ Safety factor 7 : 1

* Each kg class has its own colour code.

* Melting point 260°C. Max. Working Temp. 100°C.

* Excellent resistant to acids, oil, ultra violet ray, rot and mildew. Foldedce;/eF;;dwidth Foldedce;/eF;;dwidth
* Lightweight easy to handle, store and clean. oo D afidl from 2 side

* No less of strength in water.
* Only 3% elongation.

cE nh

Norms Europe/EEC BELGIUM QUALITY
¢ According to Machine Directive 89/392/EC.
. . . . Organic | Water and
Material Acids | Alkalis | Ethers | Aldehydes | Alcohols | Oils Solvents | Seawater
Polyester OK NO NO NO OK OK OK OK
To Order please specify length and eye type.
Working Load Limit with 1 webbing sling (Kg.) Length/Meter
_ Stra'ight Cho.ked i 3 Meter 7 Meter 10 Meter
Webblng Colour Lift Lift 0°-7° 7°- 45° 45°- 60°
uelizid Indicator
(mm)
D0
H & @ @ Number Rce Number Y Number e
B B B
1,0 0,8 2,0 1,4 1,0
35 Il Violet 1,000 800 2,000 1,400 1,000 | 3W100015 | — | 7W10 0015 — | 8W100015 —
60 Il Green 2,000 1,600 4,000 2,800 2,000 3W10 0016 — 7W10 0016 — 8W10 0016 —
75 Yellow 3,000 2,400 6,000 4,200 3,000 | 3wW100017 | — | 7W10 0017 — | 8W100017 —
100 Grey 4,000 3,200 8,000 5,600 4,000 | 3wW100018 | — | 7W100018 — | 8W100018 —
125 Il Red 5,000 4,000 10,000 7,000 5,000 3W10 0019 — 7W10 0019 — 8W10 0019 —
150 H Brown 6,000 4,800 | 12,000 8,400 6,000 | 3W100020 | — | 7W10 0020 — | 8W10 0020 —
200 I Blue 8,000 6,400 | 16,000 | 11,200 8,000 | 3wW100021 | — | 7W10 0021 — | 8W10 0021 —
250 I Orange | 10,000 8,000 20,000 14,000 10,000 3W10 0022 — 7W10 0022 — 8W10 0022 —
300 I Orange | 12,000 9,600 | 24,000 | 16,800 | 12,000 | 3W100023 | — | 7W10 0023 — | 8W10 0023 —
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