Clamp Ties & Cable Ties
PAN - TY®° Clamp Ties

—. Constructed of durable Nylon 6.6. Color : Natural. Laso available in
\ weather resistant and heat stabilized materials; go online or call. UL Listed, UR Recognized.

Price \ Length | Width | Max. Bundle | Min. Loop Tensile | Screw
Number | " Mfr's (n) | (n) Dia.(In.) | Strength(lbs.) | Size | FK9-of
Used to secure cable bundle to 9G011180 | — | PLCIM-S4-C | 43 0.1 0.75 18 #4 100
9G013990 | — | PLC1M-S4-M 43 0.1 0.75 18 #4 1000
another surface such as a control 9G01 1170 | — | PLC1.5l-S8-C 6.1 0.135 1.25 40 #3 100
panel, communication rack, wall 9G013230 | — | PLC1.5-S8-M 6.1 0.135 1.25 40 #3 1000
. 9G011190 | — | PLC2S-S6-C 7.9 0.19 1.84 50 #6 100
or ceiling. 9G013240 | — | PLC2S-S6-M 7.9 0.19 1.84 50 #6 1000
9G011200 | — | PLC2S-S10-C 7.9 0.19 1.84 50 #10 100
. - 9G014200 | — | PLC2S-S10-M 7.9 0.19 1.84 50 #10 1000
Design allows for bundling before  gc01 3550 | — | pLcas-stoc | 12 0.19 3 50 #10 | 100
or after screwing clamp in place. 9G019780 | — | PLC3S-S10-M 12 0.19 3 50 #10 1000
o ) 9G013260 | — | PLC4S-S10-C 15 0.19 4 50 #10 100
Curved tip is easy to pick up from 9G019790 | — | PLC4S-S10-M 15 0.19 4 50 #10 1000
— 9G016370 | — | PLC2H-S25-L 9 0.3 2 120 1/4 50
flat surfaces, allows faster initial 9G016610 | — | PLC2H-S25-TL 9 0.3 2 120 1/4 250
threading and speeds installation. 9G012300 | — | PLC4H-S25-L | 15.1 0.3 4 120 1/4 50
9G015760 | — | PLC4H-S25-TL | 15.1 0.3 4 120 1/4 250

TAK - TY® Hook and Loop Cable Ties
HLTP(+) and HLSP Styles are UL listed for use in air handling spaces
per NEC Section 300-22(c) and (d). Color : Black or maroon. Other
colors available; go online or call. Sold in packages of 10 ties
§ in convenient perforated rolls of 6”7, 8”, 12” and 18” length strips,

/Z except mfr's part nos. with RO suffix which are sold in cut-to-length

8" and 12" Lengths 6", 12" and 18" Lengths continuous rolls of 15” or 75”.
Price q Tie length Tie width Max. Bundle | Min. Loop Tensile
Mfr's
Number | p (In.) (In.) Dia. (In.) Strength (Ibs.) *

Packages (Pkg. 10 Qty.)

HLT and HLTP Styles are loop ties in 8”

) . 6F77 5950 | — HLT2I-X0 8 0.5 1.91 40
and 12" lengths with slot that allows for 6F77 5960 | — HLT3I-X0 12 0.5 3.18 40
, 6F77 6250 | — | HLTP2I-X0+ 8 0.5 1.91 18
prewrapping of bundles. HLS and HLSP  eF776410 | — | HLTP3I-X0+ 12 0.5 3.18 18
i trio ties in 6. 12" and 18" 6F77 5970 | — | HLS1.55-X0 6 0.75 15 50
styles are strip ties In 67, an 6F77 5980 | — HLS3S-X0 12 0.75 3.2 50
" 6F77 5990 | — HLS5S-X0 18 0.75 5 50
lengths. HLM and HLS Styles are 15 6F776900 | — | HLSP1.55-X0+ 18 0.75 15 18
and 75” continuous rolls. HLTP and HLSP Rolls (Roll 1 Qty.)
Style are UL listed for plenum use and 6F774220 | — HLM-15R0 15 0.33 Various 18
6F77 6000 | — HLS-15R0 15 0.75 Various 50

have a flammability rating of UL94V-2 .

* Minimum 2” overlap required to achieve loop tensile rating

Belt- TY™ In - Line Cable Ties

Low profile head avoids snags and reduces overall bundle size,

35% lower head height than conventional cable ties.
No protrusion of cut-off protects worker’s arms/hands

Low profile head avoids snags and reduces overall bundle size.
Parallel-Entry threads like a belt at 180° with the same performance as conventional ties.

Numb Price Pka. of M Length | Width | Max. Bundle | Min. Loop Tensile
umber | @ 9.0 ™ | @n) | n) | Dia.(n) | strength(bs)  Constructed of durable Nylon 6.6. Color:
98199640 | — | 1000 |ILT2S-M | 83 | 0.19 1.88 50 natural. Also available in black, weather-
9B19 9650 — 1000 ILT3S-M 11.5 0.19 3 50 ) )
9B199660 | — | 1000 |ILT4S-M | 147 | 0.19 4 50 resistant nylon; go online or call Newark.
9B19 9670 — 100 ILT6LH-C| 21.2 0.3 6 120 . .
* Black, Weather - Resistant Nylon. UI— ||Sted, UI— reCOinzed-
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