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Well designed for insulation, waterproof and impack resistant. Used extensively
for protection and fixation of cables in controll panel and apparatus.

Applicati @

1. Mount body to pre-drilled panel
hole and fix it with locking nut. Number | "% | Mfrs |D1|Pitch| D2 |B1|B2 |B3|L1| L2 | L3 | S2Ple
B Range
2. Insert cables through body and
then seals consequently. Finally, 112E1187 | — | PG-16 (16 | 15 |105| — | 7 | 10| 12| 17 | 16,5 5
Press them together with press 112E 1188 — PG-20 | 20 1.5 13.7 | — 9 | 13|13 | 19 19.5 6
- " 112E1189 | — | PG-25|25| 15 |[185| — |11 [17 13| 22 | 21 10

nut to hold cable in ition.

old cable in positio 112E1190 | — | PG-32 (32| 15 | 25 | — | 15|20 |15 |24.5| 245 16

- 112E1191 | — | PG40 |40 | 15 | 32 |22 |27 [31|21]265|275| 20
Material 112E1192 | — | PG-50 |50 | 1.5 |415|32 |36 [41[23| 30 | 31 30
UL Approved Nylon 66, 112E1193 | — | PG63 |63 | 15 | 532 |43 |43 (51|25 33 | 33 | 40
94V-2 (Black) * Qty. 10/Pkg.
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Material P.P. For running
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Close Design (Grey, Black Available)

Number Prg’e Mfr's A B c D E F G
14E2 0124 — BG-18P 13.8+0.4 17.5+0.4 3.2 0.7 0.4 1.7 0.30.1
14E2 0125 — BG-22P 17.2+0.4 22.0£0.4 3.2 0.7 0.4 1.7 0.35+0.1
14E2 0126 — BG-26P 21.20.4 25.8+0.4 3.2 0.7 0.4 1.7 0.420.1
14E2 0127 — BG-34P 28.7+0.4 34.0£0.4 3.2 0.7 0.4 1.7 0.50.1
14E2 0128 — BG-42P 34.9+0.4 42.0+0.4 3.2 0.7 0.4 1.7 0.6+0.1

Split Design (Black)

Number che Mfr's A B c D E F G
15E2 0124 — CR-1007P 7.4+0.4 10.2+0.4 2.7 0.6 0.3 15 0.27+0.1
15E2 0125 — CR-1011P 10.70.4 14.1£0.4 2.7 0.6 0.3 1.5 0.27£0.1
15E2 0126 — CR-1013P 13.2+0.4 17.5+0.4 3.5 0.7 0.45 1.9 0.27+0.1
15E2 0127 — CR-1015P 15.0+0.4 19.5+0.4 3.5 0.7 0.45 1.9 0.27+0.1
15E2 0128 — CR-1019P 19.3+0.4 23.820.4 35 0.7 0.45 1.9 0.27£0.1
15E2 0129 — CR-1022P 22.0£0.4 27.0£0.4 4.2 0.8 0.50 2.4 0.30+0.1
15E2 0130 — CR-1025P 25.0+0.4 30.0+0.4 4.2 0.8 0.50 2.4 0.30+0.1
15E2 0131 — CR-1028P 28.0£0.4 34.0£0.4 4.2 0.8 0.55 25 0.35£0.1

* Qty. 10/Pkg.
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